
DL8 SeriesWeb Data Logger
Web-Enabled Remote Terminal Unit for Monitoring, Event Reporting and Data Logging

DL8 Series
APPLICATION 
EXAMPLES

DL8 Series
APPLICATION 
EXAMPLES

• Web browsed views are images that are subject to change without notice.   • In order to effect the applications on this page, static IP or dynamic DNS is required.
• M-System Company does not provide smart phones and/or telecommunication services.

No_4

M-SYSTEM CO., LTD.  —  www.m-system.com  —  info@m-system.co.jp DL8 APP_greenhouse  R1_141017

 ■ The DL8 monitors temperature data measured in greenhouses (seedling houses) tens of kilometers away from 

the management office.

 ■ Greenhouses on site are unmanned, located in a cold region where outdoor winter temperatures fall as low as 

-20°C (-4°F).   In the past, measurement was done on site with handheld temperature measuring devices.

 ■ Web screen monitoring is accessed through the cloud server, eliminating the stress of slow screen displays 

caused by low-speed communication.

Application : Remote monitoring of greenhouses

Industry : Agriculture, livestock raising
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● M-System does not provide cloud server services.
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● The DL8 realizes large-scale energy saving in 
greenhouse management.

● The DL8 has FTP client / server functions as standard.

● Web screen work through the use of the cloud server is 
possible.


